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HUNUA 4 WATERMAIN
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OBJECTIVES

Project objective 1 :-

Meet the future demand for water supply:

In particular Manukau City and Airport Precinct (50 year horizon).

Achieved by connecting into the local network in key locations 

across Manukau City. 
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OBJECTIVES

Project objective 2 :-

Mitigate the security of supply risks that exist due 

to the degree of reliance on existing reticulation 

infrastructure ïHunua 1, 2 and 3.

Achieved by staged commissioning of the new H4 main - enabling 

Watercare to take other watermains out of service to carry out 

essential maintenance. 
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ROUTE OVERVIEW

Connection to Local network

Connection to Airprot network
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PROPERTIES

Å~$250M new infrastructure for the people of 

Auckland

Å100 year+ design life expectancy
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Cosseys Raw Watermain Project,

Pipeline Diameter 1600 mm

Cosseys Raw Watermain Project,

Pipeline Diameter 1600 mm

PROPERTIES

Hunua 4 varies in size - 1.9m, 1.6m and 1.3m diameter. 
Cover 1.5 m

https://teamview.com/sites/HunuaNo4/PipelineDesign Pictures/Fibre Optic Cable.JPG
https://teamview.com/sites/HunuaNo4/PipelineDesign Pictures/Arden_Pipe_6.jpg
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CONSTRUCTION
ÅMajority of Hunua 4 will be laid in the road reserve by open cut 

methods

ÅTrenchless methods will be used at key roading intersections, 
motorway / rail crossings and possibly in coastal areas

ÅTrench is on average 4m deep, 3m wide

ÅGenerally 30 ï50 m of trench open at any one time, construction 
area expected to be in the order of 200 m in length

ÅLay rate depends on geotechnical conditions and existing 
services, expecting average rates ~10 metres / day
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CONSTRUCTION


